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Installation procedure for install Custom Engineering Status Monitor
Serial printers on Windows NT 4.0 (SP6) Windows® 2000 and
Windows® XP operating system.

This documentation is referred to KPM216H printer, but is the same for all other models made in
Custom Engineering SPA provided with Status Monitor feature.

Introduction.

The Status Monitor is a layer software, that enable to know the printer status.

Status Monitor Installation for Serial communication port.

To install the staus monitor for KPM216H (200 and 300 dpi) on Serial communication port, you must to
follow the next steps:

1) Install printer driver with Language Monitor.
2) Print out a page (Print Test page is enough).
3) Install CePrnSpy utility.
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1) Install printer driver.

To install your printer driver you must to oerform the standard printer driver installation procedure.
Open the Printers Windows and double click on Add Printer icon.
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2) Try to print a page.
Print out a page; Print Test page is enough.

3) Install CePrnSpy utility.

This utility was provided by Custom Engineering SPA (you must to download it from our web site).
Run the installation setup program to install it. More information about CePrnSpy are stored into
documentation file installed with CePrnSpy.

— Part -
EP i Spy light
IU SBEO0T
P§ manitoring. .

— PFrinter -o- Diiver Info
ITF'TI:MED -0- TPTCMED Dizpenzer

— Paper Status
0 Mo Paper
i) Mear paper end i Ticket out

— Uzer statuz/Recoverable error

i LF i) Owertemperature
i FF i Command Errar
i) Head Up
0 Paper jam
— Unrecoverable erar
i Cut Enar
{iose Hide Settings

Page to2 2



